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Steps:

1. Download the file to a folder on the PC.
2. Unzip the file to a folder on the PC.
3. Upload the xmit member to an xmit file on the Mainframe using the allocations as defined below.
4. Execute the RECEIVE JCL to offload the REXX programs into a file.
5. Adjust the elements according to special instructions or the instructions within the element(s).
6. Implement the FDP at your site using common or desired methodologies.

[bookmark: _Allocations]Allocations

//ALLOXMIT  EXEC PGM=IEFBR14                                   
//XMITDD    DD   DSN=YOUR.XMIT.FILE,DISP=(,CATLG,DELETE),    
//         UNIT=SYSDA,                                        
//         SPACE=(CYL,(9,9)),                              
//         DCB=(RECFM=FB,LRECL=80,BLKSIZE=3120,DSORG=PS)
//PDASRC    DD   DSN=YOUR.PDA.SOURCE,DISP=(,CATLG,DELETE),
//         UNIT=SYSDA,
[bookmark: _GoBack]//         SPACE=(CYL,(1,1,10))
//         DCB=(RECFM=FB,LRECL=80,BLKSIZE=3120,DSORG=PO)  

[bookmark: _Upload]Upload

The Upload should use CRLF and ASCII/EBCDIC options into the XMIT file defined in the Allocations instructions.                         

[bookmark: _Receive]Receive

//*_________________________________________________*/           
//*                                                              
//* RECEIVE FILE ON YOUR MVS SYSTEM                              
//* PDS WILL BE UNDER YOUR HIGH LEVEL QUALIFIER                  
//* WITH TEMP.LIBRARY AS AN EXTENSION                            
//* <<CHANGE TEMPREC TO TEMPREC2 IF TERSED                       
//*_________________________________________________*/           
//*                                                              
//TSOTMP   EXEC PGM=IKJEFT01,REGION=6144K,DYNAMNBR=999           
//SYSPRINT DD SYSOUT=*                                           
//SYSTSPRT DD SYSOUT=*                                           
//SYSTSIN  DD *                                                  
 RECEIVE USERID(userid) INDATASET('YOUR.XMIT.FILE') -  
  NODISPLAY NONAMES                                              
 DSNAME('YOUR.PDA.SOURCE')                             
/*

Adjust

Using common or desired methodologies modify the elements involved in the implementation of the FDP to enable its processing.  If an element requires modification, the Special Instructions section of this document should contain the details.

[bookmark: _Special_Instructions]Special Instructions

Special instructions would be entered here.
Implement

Certify the FDP prior to deployment and implementation.  

Support

FDP’s supplied through the CA Communities are delivered “ASIS” and support would be limited to the availability and abilities of the authors.  Care should be taken by the user to ensure that the FDP is certified and deployed properly to satisfy internal support.
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